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§ 23.349 Rolling conditions. 

The wing and wing bracing must be 
designed for the following loading con-
ditions: 

(a) Unsymmetrical wing loads appro-
priate to the category. Unless the fol-
lowing values result in unrealistic 
loads, the rolling accelerations may be 
obtained by modifying the symmet-
rical flight conditions in § 23.333(d) as 
follows: 

(1) For the acrobatic category, in 
conditions A and F, assume that 100 
percent of the semispan wing airload 
acts on one side of the plane of sym-
metry and 60 percent of this load acts 
on the other side. 

(2) For normal, utility, and com-
muter categories, in Condition A, as-
sume that 100 percent of the semispan 
wing airload acts on one side of the air-
plane and 75 percent of this load acts 
on the other side. 

(b) The loads resulting from the aile-
ron deflections and speeds specified in 
§ 23.455, in combination with an air-
plane load factor of at least two thirds 
of the positive maneuvering load factor 
used for design. Unless the following 
values result in unrealistic loads, the 
effect of aileron displacement on wing 
torsion may be accounted for by adding 
the following increment to the basic 
airfoil moment coefficient over the ai-
leron portion of the span in the critical 
condition determined in § 23.333(d): 

Dcm=¥0.01d 

where— 

Dcm is the moment coefficient increment; and 
d is the down aileron deflection in degrees in 

the critical condition. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as 
amended by Amdt. 23–7, 34 FR 13088, Aug. 13, 
1969; Amdt. 23–34, 52 FR 1829, Jan. 15, 1987; 
Amdt. 23–48, 61 FR 5144, Feb. 9, 1996] 

§ 23.351 Yawing conditions. 

The airplane must be designed for 
yawing loads on the vertical surfaces 
resulting from the loads specified in 
§§ 23.441 through 23.445. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964; 30 
FR 258, Jan. 9, 1965, as amended by Amdt. 23– 
42, 56 FR 352, Jan. 3, 1991] 

§ 23.361 Engine torque. 
(a) Each engine mount and its sup-

porting structure must be designed for 
the effects of— 

(1) A limit engine torque cor-
responding to takeoff power and pro-
peller speed acting simultaneously 
with 75 percent of the limit loads from 
flight condition A of § 23.333(d); 

(2) A limit engine torque cor-
responding to maximum continuous 
power and propeller speed acting si-
multaneously with the limit loads from 
flight condition A of § 23.333(d); and 

(3) For turbopropeller installations, 
in addition to the conditions specified 
in paragraphs (a)(1) and (a)(2) of this 
section, a limit engine torque cor-
responding to takeoff power and pro-
peller speed, multiplied by a factor ac-
counting for propeller control system 
malfunction, including quick feath-
ering, acting simultaneously with lg 
level flight loads. In the absence of a 
rational analysis, a factor of 1.6 must 
be used. 

(b) For turbine engine installations, 
the engine mounts and supporting 
structure must be designed to with-
stand each of the following: 

(1) A limit engine torque load im-
posed by sudden engine stoppage due to 
malfunction or structural failure (such 
as compressor jamming). 

(2) A limit engine torque load im-
posed by the maximum acceleration of 
the engine. 

(c) The limit engine torque to be con-
sidered under paragraph (a) of this sec-
tion must be obtained by multiplying 
the mean torque by a factor of— 

(1) 1.25 for turbopropeller installa-
tions; 

(2) 1.33 for engines with five or more 
cylinders; and 

(3) Two, three, or four, for engines 
with four, three, or two cylinders, re-
spectively. 

[Amdt. 23–26, 45 FR 60171, Sept. 11, 1980, as 
amended by Amdt. 23–45, 58 FR 42160, Aug. 6, 
1993] 

§ 23.363 Side load on engine mount. 
(a) Each engine mount and its sup-

porting structure must be designed for 
a limit load factor in a lateral direc-
tion, for the side load on the engine 
mount, of not less than— 

(1) 1.33, or 

VerDate Mar<15>2010 14:10 Mar 01, 2011 Jkt 223043 PO 00000 Frm 00234 Fmt 8010 Sfmt 8010 Y:\SGML\223043.XXX 223043w
w

oo
ds

2 
on

 D
S

K
1D

X
X

6B
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2014-08-21T16:46:54-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




